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ALL JOINTS IN GRATE TO
BE WELDED 1/4"

|—>>

1 3" X 13" GRID OF
/ 1/2" X 2" SQUARE
EDGE FLAT STEEL BAR.

¥FRAME OF 1/2" SQUARE EDGE
STEEL BAR ROLLED TO FORM
CIRCLE 1/2" LESS IN OUTER

CONC. APRON = O.D.

DIAMETER THAN PIPE BELL,
DEPTH OF FRAME TO BE SAME

PIPE BELL + 24"

£

18

t1 1/2"

AS PIPE BELL DEPTH

#4 HOOP CENTERED
IN SLAB

STANDARD REINFORCED CONCRETE
PIPE CLASS IIL.

GROUT PIPE AT BASE

———DEPTH AS REQUIRED —

NOTES

GRATES SHALL BE CONSTRUCTED FOR BICYCLE SAFETY.
PRECAST CONCRETE CATCH BASINS MAY BE USED WHEN SPECIFIED OR APPROVED. PLASTIC

1.
2.

BASINS MAY BE USED WHEN APPROVED.

. NOT FOR USE IN VEHICULAR TRAFFIC AREAS.
. ANCHOR VERTICAL LEG OF INLET PIPE IF NOT A GLUED JOINT.

~24"1.D. PIPE —

SECTION A-A
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AREA DRAINAGE BASIN OR FIELD INLET

STANDARD PLAN:
SD - 090

g!{n!e?wklng Together
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